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Abstract: Tunable deflection of obliquely incident, linearly polarized terahertz waves is
theoretically studied in a wide frequency range around 20 THz, by combining a thin slab of
graphene-dielectric metamaterial (with ten layers of graphene), a dielectric grating, and a uniform
polar-dielectric slab operating in the epsilon-near-zero (ENZ) regime. The modulation of the
deflection intensity and deflection angle is done by varying the chemical potential of graphene,
and is realized with or without connection to the asymmetric transmission. It is shown to depend
on the location of the graphene-dielectric metamaterial slab, as well as on the incidence angle.
Four scenarios of tunable deflection are found, including the ones realizable in two-component
structures without an ENZ slab.
© 2018 Optical Society of America under the terms of the OSA Open Access Publishing Agreement
1. Introduction
The last decade has witnessed an unprecedented progress in actively tunable microwave, terahertz,
and optical devices and structures thanks to the advent of graphene [1–3]. Being one-atom
thick and efficiently tunable by varying the chemical potential, single-layer graphene shows a
dynamically changeable conductivity, permittivity, and impedance [4]. So far, the focus of research
has been put on single-layer uniform and patterned graphene [1,5–9], which is the simplest case for
experimental studies. However, double-layer graphene [10] and graphene-dielectric multilayers
[1,11–14] provide more flexibility for tunable devices. Among the new perspectives opened with
graphene-dielectric multilayer structures, hyperbolic metamaterials [12, 15–20], tunable beam
steering [14], and Tamm surface plasmons [13] stand out. Besides, surface-plasmon-polaritons at
the interfaces of nanostructured metamaterials containing graphene [21], tunable surface waves at
the interface separating different graphene-dielectric hyperbolic metamaterials [22], and tunable
perfect absorption at mid-infrared frequencies [23] should be mentioned. It is noteworthy that
dispersion of graphene-dielectric metamaterials can be tuned by modifying the Fermi energy, e.g.,
see Refs. [15,19]. The simplest regime is when equifrequency dispersion contours in the plane of
layers are circular, i.e., dispersion is isotropic. Both single-layer graphene and properly designed
graphene-dielectric metamaterials show a transition from plasmonic to dielectric state with
isotropic-type dispersion, so they may be utilized as tunable components with epsilon-near-zero
(ENZ) behavior [11]. Recent experimental demonstration of the metamaterial with five graphene
layers and five dielectric layers [24] has opened a route towards the practical realization of many
                                                                                 Vol. 8, No. 12 | 1 Dec 2018 | OPTICAL MATERIALS EXPRESS 3887 
#340164 https://doi.org/10.1364/OME.8.003887 
Journal © 2018 Received 19 Jul 2018; revised 7 Sep 2018; accepted 28 Sep 2018; published 26 Nov 2018 
ideas related to multilayer structures that have been suggested during the last years.
Tunable metamaterials are expected to significantly enhance the performance and functionality
of deflection devices and asymmetric transmission devices. Asymmetric transmission is a general
Lorentz-reciprocal phenomenon, which is observed when a structure with broken structural
symmetry is illuminated by identical waves from the two opposite incidence directions [25–32].
It manifests itself in that transmission may strongly differ for two opposite directions of incidence,
and even vanish for one of them. This behavior originates from the difference in coupling
conditions at the two interfaces that can be considered in terms of the generalized mode conversion.
The simplest way to obtain efficient wideband deflections is connected with the common effect of
diffraction and dispersion. It can lead to a strong asymmetry in transmission, due to re-distribution
of the incident-wave energy in favor of higher diffraction orders. They are necessarily deflected
from the both incidence and specular-reflection directions, while the opposite-side transmission
is blocked, e.g., by using (meta-)materials with ENZ behavior [33–37]. A purely diffractive
mechanism enables deflections [32, 38] but does not ensure such a blocking.
Recently, single-layer graphene has been used in the structures, in which asymmetric transmis-
sion is achieved by the mechanisms different from the above-mentioned ones, i.e., by enforcing a
change of polarization state with [39] or without [40–43] deflection. Efficient tuning of deflection
is possible using thick slabs of graphene-dielectric metamaterial, but it needs a sophisticated
design and several hundreds of graphene-dielectric layers [14].
In this paper, we demonstrate electrically tunable deflection of obliquely incident, linearly
polarized plane electromagnetic waves in the frequency range around 20 THz, in the framework
of the combined diffraction-dispersion mechanism of asymmetric transmission, like in Refs. [29,
34, 35], and in the framework of the purely diffractive mechanism of asymmetric transmission,
like in Refs. [32, 38], by using just ten periods of a graphene-dielectric metamaterial. The
main goal of this paper is to demonstrate the principal possibility and find various scenarios
of dynamical tuning of deflection, which is expected to be achievable by varying the chemical
potential of graphene, µ. Deflection and asymmetry in transmission are obtained in the studied
structures by means of re-distribution of the incident-wave energy in favor of the diffraction order
m = −1, similarly to Refs. [26, 35]. We consider the both, i.e., dispersion-diffraction and purely
diffraction based machanisms. In the former, the wideband blocking of zero-order transmission
by ENZ slab is exploited [35]. In the latter, a weakening of zero order is rather of accidental
nature. The changes in response of the studied structures are observed while varying µ from
0.01 eV to 0.7 eV, in a rather wide frequency range, at the selected values of incidence angle,
θ. Optimization of design, e.g., in terms of practical limitations, feasibility, efficiency, etc., is
beyond the scope of this paper, and will be considered at the next steps of this research program.
The focus here is demonstration of the main features. The presented results are obtained by
using the coupled-integral-equation technique [44]. The simulations are performed by using a
custom-made MATLAB code, which is based on the fast iterative solution of the coupled integral
equations in the frequency domain by using pre-conditioning. The code has been used in the
studies of various periodic structures, so its accuracy and convergence features are well known.
2. Material properties and design
The studied structure contains, in the general case, three components [Fig. 1(a)]: grating made
of Si (ε = εg = 12.25), a slab of graphene-dielectric metamaterial, and a uniform slab of a
material with ENZ behavior. The first component is responsible for the creation of higher-order
transmission channel(s), for which the coupling of the incident waves differs for the two opposite
interfaces. The second one is assumed to have just ten graphene and ten dielectric layers. Its
role is to attain tunability by changing the state from dielectric to ENZ, and then to plasmonic
one, by increasing µ [11]. The third component’s role is to block zero-order transmission in
ENZ regime, t0 = t→0 = t
←
0 = 0, as well as first-order transmission but only for one of the two
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Fig. 1. (a) Geometry of a single period of the studied structure; (b) Schematic showing
connection between deflection and asymmetric transmission; r−1, t−1, and r0 denote reflection
and transmission of the order m = −1 and reflection of the order m = 0, respectively; fw
and bw stand for forward and backward illumination cases; (c) Permittivity of LiF, εLiF ,
Re(εLiF ) - solid blue line, Im(εLiF ) - dashed green line; (d) Permittivity of graphene-
dielectric metamaterial, Re(εgm(xx)) - solid red lines and Im(ε
gm
(xx)) - dashed black lines;
numbers near curves give values of µ in eV.
incidence directions, e.g., either t←−1 = 0 or t
→
−1 = 0, in a desired range of θ [33–35]. Signs→ and← stand for the forward, i.e., grating-side, and the backward, i.e., noncorrugated-side
illumination, respectively [see Fig. 2(b)]. The outgoing wave’s direction for m = −1 is given by
the grating theory as follows [45]:
φ−1 = arcsin(sinθ − 2pi/kL), (1)
where k = ω/c,ω = 2pi f is angular frequency, f is frequency, c is the velocity of electromagnetic
wave, and L is the grating period. The deflection angle for transmitted waves, φm, |m| > 0, is
measured from the vertical dashed line in clockwise direction in Fig. 1(b). In the operation
regimes considered in Section 3, we have only two propagating orders, m = 0 and m = −1, while
the first of them can be fully suppressed by the ENZ slab. Moreover, an accidental weakening of
zero order is possible without an ENZ slab.
There are various natural materials that show ENZ behavior at THz frequencies. In particular,
they include polar dielectrics (PDs), which are strongly dispersive at THz fequencies due to the
coupling of transverse phonon-photon resonances [46]. This gives rise to a frequency range with
the real part of permittivity that is larger than zero but smaller than unity, which is located right
above the polaritonic gap (Reststrahlen band). The natural behavior of PDs at THz enables many
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Fig. 2. (a) Schematic of the layered graphene-dielectric metamaterial. Six layers of
graphene and six dielectric layers are shown here; (b) Permittivity of LiF, εLiF , and
graphene-dielectric metamaterial, εgm(xx) in the studied frequency range: Re(εLiF ) - solid
blue line, Im(εLiF ) - dashed green line; Re(εgm(xx)) - dash-dotted red lines and Im(ε
gm
(xx)) -
dotted black lines; numbers at the red lines mean µ in eV; rectangular rose bars at the plot
top approximately indicate location of the range of 0 < Re(εgm(xx)) < 0.5 at µ = 0.162 eV and
µ = 0.3 eV; rectangular blue bar at the plot bottom approximately indicates location of the
range of 0 < Re(εLiF ) < 0.5.
interesting phenomena, even when using uniform slabs of these materials [33, 47]. This variety
can be further extended by using periodic structures and components made of PDs , e.g., see
Refs. [48–51]. In this paper, the consideration is restricted to the case when the PD slab is made
of LiF, whose complex permittivity is given as follows:
εLiF = ε∞ + (ε0 − ε∞)ω2T /(ω2T − ω2 + iΓω), (2)
where ε∞ = 2.027 is the high-frequency permittivity, ε0 = 8.705 is static permittivity, ωT is the
transverse phonon resonance frequency, and Γ is the absorption factor; ωT /(2pi) = 9.22 THz and
Γ = 0.527 THz [48, 52]. Assuming Γ = 0, the lower and upper boundaries of the polaritonic
gap are set by the transverse (ωT ) and longitudinal (ωL) phonon resonance frequencies, in line
with the Lyddane-Sachs-Teller relation, ω2L/ω2T = ε0/ε∞ [46]. These boundaries are slightly
different when Γ > 0 is taken into account. LiF has a wide range of 0 < Re(εLiF ) < 1 above the
polaritonic gap, i.e., at 19.1 < f < 25.2 THz. Permittivity of LiF is presented in Fig. 1(c). In the
simplified version of the studied structure, the LiF slab with ENZ behavior is absent.
The graphene-dielectric metamaterial represents ten layers of graphene that are separated
by ten layers of dielectric, similarly to Fig. 2(a). Conductivity of graphene is given by
σ = σintra + σinter with [4]
σintra =
e2
4~
i
2pi
{
16kBT
~Ω
ln
(
2cosh
(
µ
2kBT
))}
, (3)
σinter =
e2
4~
1
2
+
e2
4~
1
pi
arctan(~Ω − 2µ
2kBT
) − e
2
4~
i
2pi
ln
(~Ω + 2µ)2
(~Ω − 2µ)2 + (2kBT)2 ,
(4)
where e is the electron charge, ~ is the Plank constant over 2pi, kB is the Boltzmann constant, T
is temperature, Ω = ω + iτ−1, and τ is relaxation time. It is assumed here that T = 300 K and
τ = 0.135 ps. Such a metamaterial effectively represents a uniaxial anisotropic material with
nonzero diagonal components of the permittivity tensor and zero nondiagonal components. At
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a proper choice of the parameters of the dielectric layers, the components of the metamaterial
permittivity tensor, εgm(xx), ε
gm
(yy), and ε
gm
(zz), can be obtained by using the effective medium theory
as follows [11]:
ε
gm
(xx) = ε
gm
(zz) = εd − iσ/(ωε0d) , (5)
ε
gm
(yy) = εd, (6)
where ε0 is the permittivity of free space, σ is conductivity of graphene, d and εd are thickness
and permittivity of the dielectric layer (spacer), respectively. The effective permittivity εgm(xx) is
plotted in Fig. 1(d) for the case of d = 38.2 nm and εd = 4, which is studied in detail in this
paper. This choice allows us to obtain 0 < Re(εgm(xx)) < 0.5 when 0 < Re(εLiF ) < 1, and, thus,
avoid strong mismatches in permittivity values between the LiF slab and the graphene-dielectric
metamaterial slab at the properly selected µ, see Fig. 2(b). Since only circular equifrequency
dispersion contours occur in the framework of the used model of metamaterial, the theory
developed in Ref. [35] is fully applicable. Therefore, we do not present here details of dispersion
analysis.
One can see that Reεgm(xx) crosses zero at a frequency which depends on µ. For instance, this
happens at 8.85 THz when µ = 0.01 eV, and at 25.3 THz when µ = 0.3 eV. Consequently, spectral
location of the region of transition from the effectively plasmonic to the effectively dielectric
state can be significantly shifted by means of variations in µ. Note that the gate positioning will
be considered at the next steps. Generally, electrical gating of a multilayer graphene-dielectric
metamaterial is a challenging task. One of possible gating schemes is presented in Ref. [11].
In Ref. [24], chemical doping has been used while preparing each graphene layer using CVD,
instead of electrical gating. In Ref. [53], the double-layer graphene has been experimentally
gated, and the method was presented by the authors as the one being usable for the structures
composed of a larger number of graphene monolayers. So, from a practical point of view, this
approach can be utilized also in the case of graphene-dielectric metamaterial that contains ten
layers of graphene, like that one in our study.
The grating shape is set by
y = (tSi/2)[1 + cos(2pix/L)], (7)
where L = 9.55 µm and tSi = L is the grating thickness. The thickness of the LiF slab is
tLiF = 9.17 µm, and the thickness of the graphene-dielectric metamaterial slab is tgm = 382 nm.
The incident plane wave is assumed to be linearly polarized, with electric-field vector parallel to
z-axis.
3. Results and discussion
We compare three configurations, two of which contain the ENZ (here - LiF) uniform slab but
differ in location of the graphene-dielectric metamaterial slab, and one configuration without the
ENZ slab. In this paper, consideration is restricted to the case when transmission is calculated
after homogenization.
3.1. Structures with LiF slab
In the first configuration, the metamaterial slab is located below the ENZ slab, i.e., at the interface
opposite to the grating. In the second configuration, it is sandwiched between the grating and
the ENZ slab, as shown in Fig. 1(a). For demonstration purposes, we selected two values of θ,
60◦ and 82◦, for which adjustment of the structural parameters is not complicated. The obtained
results indicate that the structure can be re-designed to operate at smaller θ. Besides, there is
freedom in the choice of the grating material and ENZ slab material. Figure 3 presents the
calculated zero-order (m = 0) and first-order (m = −1) transmittances for the first configuration.
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Fig. 3. (a) First-order forward-case transmittance, t→−1, at θ = 60
◦; (b) first-order backward-
case transmittance, t←−1, at θ = 60
◦; (c) first-order forward-case transmittance, t→−1, at θ = 82
◦;
(d) first-order backward-case transmittance, t←−1, at θ = 82
◦; solid black line - µ = 0.01 eV,
dashed red line - µ = 0.162 eV; dotted violet line - µ = 0.23 eV; dash-dotted green line
- µ = 0.3 eV; solid light-blue line - µ = 0.7 eV; thin solid dark-blue lines - zero-order
transmittance, t0 = t→0 = t
←
0 (nonzero mainly at f > 24 THz); graphene metamaterial is
located below the LiF slab; inset in plot (d) shows fragment of plot (c); fw and bw stand
for forward and backward cases; asterisks and number signs indicate spectral location of
some of the regimes of tunable asymmetric transmission and tunable deflection, respectively.
Numbers near some of the curves indicate µ in eV (in the same color as the curves).
There is a strong asymmetry in transmission for both θ = 60◦ and θ = 82◦, as seen from the
comparison of Fig. 3(a) with Fig. 3(b), and Fig. 3(c) with Fig. 3(d), respectively.
In Fig. 3(a,b) plotted for θ = 60◦, t→−1 dominates over t0 at least at 20 < f < 24 THz, i.e.,
transmission is mainly due to the deflected, m = −1 order beam. t→−1 is several times larger than
t←−1 giving evidence of the so-called direct regime of asymmetric transmission. At the same time,
the so-called inverse regime [54] is obtained at f = 24.4 THz, where t←−1 is significantly larger
than t→−1. Sensitivity to variations in µ at θ = 60
◦ is moderate, with a 3.5-fold difference in t→−1 at
23.6 THz, while µ is varied from 0.01 eV to 0.7 eV, and a 3.1-fold difference at 24 THz, while µ
is varied from 0.162 eV to 0.7 eV.
The situation is different for θ = 82◦, see Fig. 3(c,d). Here, we obtain a peak of t→−1 at 20 THz
(φ−1 = −35.5◦), whose location does not depend on µ, but the magnitude strongly depends on it.
There is a nearly five-fold difference in t→−1 between the cases of µ = 0.01 eV and µ = 0.7 eV.
Since t←−1 ≈ 0 at 20 THz, the peak of t→−1 is a tunable asymmetric-transmission peak, so that
tunable deflection is realized here at φ−1 = const by changing the magnitude with µ. One can
see that the capability of the slab of graphene-dielectric metamaterial as a tunable component in
the studied structure depends on θ. Variations in θ may give an additional degree of freedom,
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Fig. 4. First-order forward-case transmittance, t→−1, at θ = 60
◦; (b) first-order backard-case
transmittance, t←−1, at θ = 60
◦; (c) first-order forward-case transmittance, t→−1, at θ = 82
◦;
(d) first-order backward-case transmittance, t←−1, at θ = 82
◦; solid black line - µ = 0.01 eV,
dashed red line - µ = 0.162 eV; dotted violet line - µ = 0.23 eV; dash-dotted green line
- µ = 0.3 eV; solid light-blue line - µ = 0.7 eV; thin solid dark-blue lines - zero-order
transmittance, t0 = t→0 = t
←
0 (nonzero mainly at f > 24 THz); slab of graphene-dielectric
metamaterial is located between the Si grating and the LiF slab, as shown in Fig. 1(a); insets
in plots (b), (d) are fragments of plots (a), (c), respectively; fw, bw, and asterisks and number
signs have the same meaning as in Fig. 3. Numbers near some of the curves indicate µ in eV
(in the same color as the curves).
enabling for instance the switching between asymmetric transmission / deflection regime and
two-side reflection at fixed f and µ.
Now, let us consider the second configuration, in which the metamaterial slab is located
between the Si grating and the LiF slab. Figure 4 presents the results in a similar manner as
Fig. 3. While most of the features observed in Fig. 3(a,b) for 60◦ are kept in Fig. 4(a,b), there
is one new and very important feature. The right edge of the lowest high-transmission range
(at f = 24.5 THz, φ−1 = −24.6◦) is now shifted while µ is varied. This enables both gradual
tuning (optimally, at 24.6 THz) and on-off switching (e.g., at 24.6 and 24.9 THz) of the deflected
beam by varying µ. For example, at f = 24.6 THz, we obtain t→−1 = 0.375 for µ = 0.7 eV and
t→−1 = 0.015 for µ = 0.01 eV. At f = 24.9 THz, the situation is opposite, i.e., t
→
−1 = 5 × 10−3 for
µ = 0.7 eV and t→−1 = 0.13 for µ = 0.01 eV. It is worth noting that asymmetry in transmission is
not strong in this case, because of the significant contribution of t0 and t←−1.
Figure 4(c,d) presents the results for θ = 82◦. The peak of t→−1 in the vicinity of 20 THz is
similar to that in Fig. 3(c,d) at 20 THz, but now its spectral location depends on µ. Furthermore,
a new scenario can be obtained, in which the peaks are just weakly overlapped at different values
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Fig. 5. Electric field distribution within one period of the structure, in which the slab
of metamaterial is located between the Si grating and the LiF slab, at f = 24.57 THz
and θ = 60◦, (a) µ = 0.01 eV and (b) µ = 0.7 eV at forward-case illumination, and (c)
µ = 0.01 eV and (d) µ = 0.7 eV at backward-case illumination. Solid lines show location of
the structural components.
of µ. In the vicinity of 24.5 THz, the scenario of tunable deflection, which has been discussed
above for 60◦ in Fig. 4(a,b), remains also for 82◦ in Fig. 4(c,d) (φ−1 ≈ −17◦), but a smaller
portion of the incident-wave energy is transmitted. For example, t→−1 = 0.14 for µ = 0.7 eV and
t→−1 = 8 × 10−3 for µ = 0.01 eV, when f = 24.2 THz, and t→−1 = 0.048 for µ = 0.01 eV and
t→−1 = 2 × 10−3 for µ = 0.7 eV, when f = 24.8 THz. In contrast with the results of Fig. 4(a,b), in
the vicinity of 24.5 THz, tunable deflection co-exists in Fig. 4(c,d) with tunable asymmetry in
transmission, at which t0 ≈ t←−1 ≈ 0. At the used values of µ, we have here (nearly) total reflection
for backward-case illumination, whereas for forward-case illumination we get either (nearly)
total reflection, or deflection in transmission plus reflection, depending on the choice of µ. An
example of the field distribution is presented in Fig. 5.
The obtained results show that the capability of the graphene-dielectric metamaterial to work
as a tunable element depends on its location with respect to other structural components. Indeed,
from the comparison of Fig. 3(c,d) and Fig. 4(c,d) at 20 THz, it may be expected that it depends
on whether the metamaterial slab directly affects phase and coupling conditions at the grating’s
interface, where unblocked transmission channel responsible for deflection is created (like in
Fig. 4), or these conditions at a grating interface are not directly affected by the metamaterial
slab (like in Fig. 3). A deeper study is needed to clarify the origin of this difference.
Since the studied structures are Lorentz-reciprocal, the incident and outgoing waves can
be interchanged. In other words, as far as strong tunability was obtained, for instance, at
φ−1 = −24.6◦ [Fig. 4(a)], it indicates that the tunable deflection is obtainable at smaller θ but
larger |φ−1 | than in Figs. 3 and 4. Note that there is a wide choice of materials for the grating. In
particular, the use of materials with smaller εg than in Figs. 3 and 4 (e.g., εg = 5.8) can lead to
stronger transmission in the deflection regime, with less sharp variations in transmission spectra,
but at the price of weaker tunability. Therefore, a trade-off can be required at the design stage.
3.2. Structures without LiF slab
As seen in Figs. 1(c) and 4, efficient tunability of deflection is possible at f = 24.5 THz in the
transparency regime, i.e., when Re(εLiF ) is close to 1 and Im(εLiF ) can be neglected. Therefore,
the LiF slab can be removed in this case. Figure 6 presents t→−1 and t
←
−1 at θ = 60
◦ for the third
configuration, which differs from that one in Figs. 4 and 5 in that the LiF slab is removed.
Behavior of t→−1 in Fig. 6(a) is very similar to that one in Fig. 4(a) and Fig. 4(b), inset. Thus,
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Fig. 6. (a) First-order forward-case transmittance, t→−1, and (b) first-order backward-case
transmittance, t←−1 at θ = 60
◦ in the vicinity of 25 THz; solid black line - µ = 0.01 eV,
dashed red line - µ = 0.162 eV; dotted violet line - µ = 0.23 eV; dash-dotted green line -
µ = 0.3 eV; solid light-blue line - µ = 0.7 eV; fw, bw, number signs, and numbers near some
of the curves have the same meaning as in Figs. 3 and 4.
the LiF slab only introduces some losses in this deflection scenario. However, asymmetry in
transmission can be stronger due to its presence. It is noticeable that on-off switchable deflection
is obtained here, while the metamaterial slab is placed not inside but at one of the interfaces of
the entire structure. At the same time, modulation effect of the LiF slab in ENZ regime [33, 48]
is absent for this structure, and the absence of this slab can make the resulting structure more
feasible. Thus, one may expect more tuning scenarios at f < 20 THz, where propagation of the
order m = −1 is already allowed by the grating theory [45] but here not suppressed, in contrast
to the structures with the LiF slab, while the metamaterial is switchable from the dielectric to
the plasmonic state by using the same range of µ variation. Clearly, there is no analog of the
scenario observed in Figs. 3 and 4 for θ = 82◦ at 20 THz, but there is analog of that one obtained
for θ = 82◦ at 24.5 THz (not shown).
Figure 7 presents t→−1 and t
←
−1 for the same structure as in Fig. 6, but at 17 THz, i.e., at the
propagation threshold of the order m = −1. On the contrary to Figs. 3, 4, and 6, the efficient
tuning of deflection does not need the use of µ = 0.01 eV. Moreover, it is obtained for t←−1, not
for t→−1. Such a scenario has not been found in the two above discussed structures with the
LiF slab. Here, on-off switching of deflection is achieved together with tunable asymmetry in
transmission, by varying µ from 0.3 eV to 0.7 eV. More than 18-fold difference in t←−1 is obtained
due to this variation, while t→−1 is affected much weaker. At f = 17.02 THz (φ−1 = −79◦),
we obtain t←−1 = 0.375 for µ = 0.3 eV and t
→
−1 = 0.02 for µ = 0.7 eV. In addition, strong
asymmetry is achieved here for µ = 0.7 eV, i.e., t←−1/t→−1 ≈ 12. Note that 5-fold difference in t→−1
was obtained in the same structure at θ = 40◦ by varying µ from 0.3 eV to 0.7 eV for f = 24.9
THz (maxt→−1 ≈ 0.5 at 0.7 eV, φ−1 = −38◦), while 4-fold difference was obtained for f = 21
THz (maxt→−1 ≈ 0.5 at 0.3 eV, φ−1 = −58◦). Besides, on-off switching can be obtained without
deflection and asymmetric transmission, owing to the order m = 0, as occurs, for instance, at
f = 16.25 THz (not shown). In this case, t0 = 0.83 for 0.162 eV and t0 = 0.05 for 0.7 eV.
It is worth noting that although higher transmission efficiency for the order m = −1 and higher
contrast between forward and backward transmission are, in general, more desirable, the use of a
figure-of-merit might be contradictive with the goals of this work. It is important that the studied
structures are not scalable, because conductivity of graphene and permittivity of LiF are not
scalable. However, it should be possible to re-design these structures, at least for different parts
of THz range. It can be done, in particular, by using other polar dielectrics than LiF (e.g., see
Refs. [46, 52]), and other values of d (see Eq. 5). Possible effects of grating shape and relaxation
time of graphene on the scenarios of tunable deflection, and existence of the scenarios that may
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Fig. 7. Same as Fig. 6 but in the vicinity of 17 THz; asterisk sign has the same meaning as
in Figs. 3 and 4.
need a narrower range of µ variation will be studied in another paper.
4. Conclusion
To summarize, we investigated diffractive deflection of linearly polarized terahertz waves by
three- and two-component periodic structures that allow us to combine the effects of diffractions,
ENZ-range dispersion, and transition from dielectric state to plasmonic state, in order to obtain
tunable deflection and tunable asymmetric transmission. Based on the obtained results, at least
four scenarios of tunable deflection can be distinguished. For the first of them, which requires
ENZ regime for the LiF slab to suppress backward transmission due to the specific dispersion, the
spectral location of the transmission maximum at the grating-side illumination is immune against
variations in µ, while transmittance is sensitive. The second scenario also needs ENZ regime for
the LiF slab but now both transmittance and the maximum location are changeable. In these two
scenarios, asymmetry in transmission is strong and well tunable. The third scenario of tunable
deflection is realized when the LiF slab’s permittivity is close to unity. This scenario results
from an accidental effect of µ on diffraction, so that it has a fully diffractive nature. Clearly, it
may have analog in the similar structure without the LiF slab. In such a simplified structure,
one more, i.e., the fourth scenario has been found in the vicinity of the m = −1 order threshold.
Compared to the first and second scenarios, it shows strong transmission for all of the used
values of µ, except for one of them, and this difference occurs only for one of the two opposite
incidence directions. It also differs from the third scenario. Which of these scenarios can be
realized depends on the choice of the incidence angle, θ, frequency range, and location of the
graphene-dielectric metamaterial slab. Performances operating at smaller θ can be re-designed
for future experimental studies of the found deflection scenarios.
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